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Reference: (Various) 

Errata No.: 72-02-1 

The Committee on Signaling Systems for the Protection of Life and Property notes the following corrections for the 2002 

edition of NFPA 72, National Fire Alarm Code®. Each change is noted as being either editorial or errata depending on the 

nature of the correction and the deviation from text balloted by the committee or printed in the ROP and ROC. 

1. (editorial) In the third paragraph of the Origin and Development on page 72-1 revise Annex C to read Annex B. 

2. (editorial) In Subsection 1.3.1(4) add the word alarm so that system classification reads Public fire alarm reporting 
systems. 

3. (editorial) In Subsection 2.3.1 add the word Emergency to the Title of ANSI S3.41 so that it reads American National 
Standard Audible Emergency Evacuation Signal. 

4. (editorial) After the definition of the term Guest Suite in 3.3.82, revised the responsible technical committee from (SIG- 
FUN) to (SIG-HOU). 

5. (editorial) In Paragraph 4.4.1.9.3.1(A), Paragraph 4.4.1.9.3.2(A) and Paragraph 4.4.1.9.3.2(B) change Section 2.2 to 
read Chapter 4. 

6. (editorial) In Figure 5.14.6.5.l.lParts B, D, and F add the SI unit values (4.0 - 12.0 in.) corresponding to 100 - 300 
mm. 

7. (errata) In Table 7.5.4.1.1(a) under the table column Two Lights per Room (Located on Opposite Walls) change the 
number 6 to 60. 

8. (errata) In the title of Paragraph 9.4.2.2 change the word Wire to Wired. 

9. (editorial) In Paragraph 9.5.1.5.8 change the section reference for NFPA 1221 from Section 2.7 to Section 4.7. 

10. (editorial) Revise the title of Figure A.5.4.6(a) Correct (and Incorrect) Wiring Methods - Four-Wire Detectors with 
Separate Power Supply to read Correct (and Incorrect) Wiring Methods. Revise the title of Figure A.5.4.6(b) Wiring 
Arrangements for Three-and Four-Wire Detectors to read Wiring Arrangements for Four-Wire Detectors. 

11. (editorial) In Annex A paragraph A.5.8.3.1.1 revise the equation and legend to show the symbol p for radiant power 
emitted by the fire as an uppercase P. Also show the exponent ofe as a negative exponent. 

12. (errata) In Annex B revise the lead-in sentence of Paragraph B.3.2.1.1 to change the word analysis to design. 
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